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Copyright Declaration

Shenzhen Ruida Technology Co., Ltd. (hereinafter referred to as “Ruida Technology™)

All rights reserved.

1.

Ruida Technology holds the patent rights, copyrights and other intellectual property rights for
this product and its related software. Without authorization, none company or organization or
individual is allowed to copy, manufacture, process and use this product and its relative parts
directly or indirectly, otherwise shall be investigated for legal responsibility according to the
law.
Ruida Technology is entitled to increase or reduce and modify the products and functions of
this product stated herein as well as amend any documents attached to this product, without
prior notification.
The users should peruse this manual prior to using the product stated herein, Ruida
Technology shall not be responsible for the direct, indirect, special, incidental or
corresponding losses or damages arising out of improper use hereof or of this product as
below:

®  Users using this manual or product improperly

®  Users not follow the related safety operation rules

) The loss caused by the forces of nature
The machine in operation is dangerous, so the users are obliged to design and institute the
effective mechanism for error handling and safety protection. Ruida Technology shall not
undertake any duties or responsibilities for the incidental or corresponding losses arising

therefrom.

2/51

© 2016 Ruida Technology. All Rights Reserved.



@)

RDC644XG Controller User Manual Rubases
CONTENTS
Copyright Declaration 2
Chapter 1 Overview 6
Lol BIIETINE ettt st s ettt re e 6
1.2 Description of Controller Model...........ccocevieriiniiniiniiniiniciicceeceeee e 6
1.3 Comparison of Controller Performance............cccoeveeveeieninieniininieienenieeereneseeeenens 7
Chapter 2 Installation Size 10
2.1 Installation Size Of CONIOILET......c..ciiiiiiiiiiieiieriere ettt 10
2.2 8178 OF PANEL.....coiiiiiiiiiiiiie ettt 11
Chapter 3 Controller Real Picture and Interface 12
3.1 Picture Of CONMIOLLET. .. cooueeiieiiiiieieeieeieet ettt ettt 12
3.2 Pictures Of Panel.......c..cooveeiiiiiiiinienieeece ettt 13
3.3 Electrical Connection of Control SYSteIm........c.cocveeeruerirircierinineeene e 14
Chapter 4 Interface Signal of Controller 15
4.1 Interface of Main Power Source CNO.........ccoeiiiiiinienienierieteeeeese e 15
4.2 Controller-display panel Interface HMIL.........cc.coccovievinininiinininccnneceeeeeee 15
4.3 UdiSK INtEITACE. ..c.eeeeiieiiiieiiee ettt ettt st e sttt e e saee e 15
4.4 PC-USB INEEITACE. ..c..eeeuteeiieeieetieiteete ettt ettt ettt 15
4.5 Ethernet INterTaCE. ......eeitiiiiieiieeete ettt ettt et esaeeas 15
4.6 General /Dedicated Output Port CNT......coccoiiiiiiiiiiniiniineeieeeeeeeeeeeeee e 16
4.7 General /Dedicated Input Port CIN2......cc.ooeecieriinirieieniceeneeeeeeese e 16
4.8 4-axis limit Input Interface CN3/CN4.....cc.coviiiiiiniiieineneeeeee et 17
4.9 X/Y/Z/U-axis Motor Driver Interface AXIS X~AXIS U...ccccooovirvininininnininineenens 18
4.10 Laser Power Control Interface CINS/CNGO.......cocueevuirviirviiriiiiiiieeieeieeieeeeeie e 18
Chapter 5 Examples of Laser Power Interface 20
5.1 Brief INtroQUCLION. ..cc..eiitiiiiiiiiiieiteiterteer ettt ettt ettt st sbe e sbeenbee 20
5.2 Examples of Glass tube Laser POWET..........c.ccoceevieriririinininicienienceee et 21
5.3 Examples Of RF- CO2 LaSET....ccc.covutiiiiiiiiieiiieieeieeeet ettt 22

3/51

© 2016 Ruida Technology. All Rights Reserved.



@)

4/51

© 2016 Ruida Technology. All Rights Reserved.

RDC644XG Controller User Manual S
Chapter 6 Interface Examples of Step-servo Motor Driver 23
6.1 Brief INtrOQUCLION. ...c..iitieitieitieiie ettt sttt et te bt esbe e st e sbeesaeesseesaeesaeens 23
6.2 Examples of Motor Driver CONNECHION. ......c..ceveererririeieiiniieeetenieeeerenre e 24
Chapter 7 Examples of IO-Port Wiring 25
Tl IOPUL POTL..iniiiiiieee ettt et 25
7.2 OULPUL POTL.nviieeiretertieeeetente ettt ettt ettt sre e e e b e eaeesnesnesueemnennesreeneennens 26
Chapter8 Human-Computer Interface Operating Instruction 27
8.1 Panel and KEYS.....cocueiuiiiiiiiiiieieeeeee et st 27
8.1.1 The Operation Panel............cccveoiiiiiiiiieieieeeeiesie ettt ettt et sbe e essesteessesbeesnenes 27
8.1.2 Introduction t0 the KEYS......ccivieciiiiieieiecieieetecee ettt sttt ettt et a e st evesteeaaebesseessesneens 27
8.2 Main Interface INtrodUCHION. .........eiiiiiiiiiiiiieiie ettt st 29
8.2.1 The MAaIN INEEITACE. .....ccuirtieiieitieieie ettt ettt ettt et e b e sbe et esbeestesteeseentesbeensesaeennens 29
8.2.2 SPEEA SEUNE.....eeuieieieieiteeierie ettt ettt ettt ettt et et e steeste s bt estesteeseentesbeeneesbeeneebesneentesseenes 30
8.2.3 MaX/MIN POWET KEYS....eevieuieiiitieiestieiestt ettt sttt ettt ettt sb et st eatestesaeentesbeentesbeentenaeeneensesneens 30
8.2.4 Layer Parameters SETHIE.......coveruerieriertieiierie ittt ettt sttt ettt et eseetesaeenaesbeentesteeneensesaeennens 31
8.3 Z/U KEY MEMNU....ooiiiiiiiiiiiieieetitieitet ettt sttt s st 32
8.3.1 Z-AXIS INOVE....eeueriiriiriitenteteiteiteitet sttt ettt ettt s bt st ettt e bt e bt eb e s bt bttt ebesbesb e b s bt et eneeneebeene e 33
8.3.2 UAXIS TIIOVEC..cueenreueeiieiertentintetetetetteteet ettt ettt est e bt et ebe s bt e et estebe e bt sbesb e s b et et eseebeebeebeabenbensenneneene 33
833 AXES TESEI ..ttt ettt ettt st a et s 33
8.3:4 MANUAL SEtH ...ttt ettt 34
B35 LLaSEI SEI ..ttt sttt e ne st eaesaeens 34
830 OTIZIN ST ...uiiitieiieetiee ettt ettt et ettt e st e b e s bt e st e be s bt e s tesbeeatesbesaeetesbeentesbeentenbesseensesseensensennes 35
8.3.7 St FACLOTY PaAr......coiuiiiiiiiiiiii ittt ettt et ebeesaee e 36
8.3.8 D FACIOTY PaT@......ccoiiiiiiiiiieieieeee ettt ettt ettt be et esbeeneenbeens 37
8.3.9 AULO FOCUS. ...ttt sttt 37
8.3.10 LaNGUAZE SETINE. ....cc.eereiriieiertieierte ettt ettt eete st ettetesteentesteentesteeseesesseeneesteensensesseesesseensesseens 37
B3 1T TP SEUUP. ...ttt bbbttt sttt ettt 37
8.3, 12 DIAGIOSES. ¢ . eeueetieueeniietieteette et e e te et e bt e tt et e s bt este st est e bt e st ea b e bt e st et e ent e bt ent et e eh e et e st entebeentenbeeneen 38
8.3.13 SCTEEIN OTIZIMN...cueiiuieiiriieiiitieteeteetert e tet et et st et e st et e bt e et et e estenbe st este bt ensenseeseensesseensenseensensennes 39
B4 File K@Y .oioiiiiiiiiiiiiiiiic 39
841 MEMOTY File ..ottt ettt sttt st 39
8.5 ALAIM INFO.c ettt et 42
Chapter 9 Manufacturer/User Parameters Details 44
9.1 Manufacturer Parameters...........coouivieiiirieiieeie ettt st 44
0.2 USET PaTQmMELETS. ..c.eveeurieriieiiieeieeeite ettt sttt et ettt e st st e s e eneesareeeaneesaneesaneenas 47



)

RDC644XG Controller User Manual Ruibs ACS

5/51

© 2016 Ruida Technology. All Rights Reserved.



@)

RDC644XG Controller User Manual SRS

Chapter 1 Overview

1.1 Briefing

RDC644XG system is a new generation system for control of laser engraving and cutting, which
is developed by RD technology, Ltd. High hardware stability, high voltage or static electricity
rejection, and friendly 3.5TFT man-machine display. This system is provided with stronger
software function including perfect 4-axis motion control function, large-capacity file storage,
two-channel adjustable digits laser power control interface, USB driver of stronger compatibility,
multi-channel general/special 10 control, and, this system can communicate with PC by USB2.0

or Ethernet, and the communication mode is automatically checked by the system.

1.2 Description of Controller Model

RDC644XG

Conventional Edition
320%480-TFT

4-axle Card

Hardware Sub-Edition
Hardware Edition
Laser Control

RD Technical Products
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1.3 Comparison of Controller Performance
RDLC420 RDC6332G RDC6342G RDC644XG
Power One-way 5V, | Only one-way 24V | Only one-way 24V | Only one-way 24V
Feature one-way 24V, | (compatible = with | (compatible with | (compatible with 36V
independent 36V for power | 36V for power | for power supply, but
supply, but not | supply, but not | notrecommended)
recommended) recommended)
Laser Port One-way Two-way digits and | Two-way  digits | Two-way digits port,
Feature digit and | two-way analog | and two-way | settable
one-way port, settable | analog port, | independently  and
analog independently and | settable non-interacted
non-interacted independently and
non-interacted
USB Feature | Copying Common Quick Quick Very Quick

Speed

Compatibili | Support USB | Support all USB | Support all USB | Support all USB

ty disks with | disks with different | disks with | disks with different
small capacities different capacities | capacities
capacity

Memory Capacity 64M 256M 256M 128M

Feature Fault Common Capable of | Capable of | Capable of checking

Tolerance checking defective | checking defective | defective track and

track and | track and | formatting and good
formatting and | formatting and | in fault tolerance
good in  fault | good in fault
tolerance tolerance

General 1O | Input Port Two ways 4 ways (two for | 4 ways (two for | 4 ways (two for

Feature general, two for | general, two for | general, two for
specialties) specialties) specialties)

Output Port | 1-way  (low | 4-ways (500mA | 4-ways  (500mA | 4-ways (500mA high
current, so | high current for | high current for | current for each, OC
additional each, OC output, | each, OC output, | output, reverse
drive i | no reverse current | no reverse current | current protection
needed) protection) protection) included)

Power-off YES YES YES YES

Software restart  for
Feature Engraving

Multi-origin | NO YES YES YES

Logics

Parameter NO YES YES YES
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Backup
Logics

Work
Preview

time

NO

YES
time

(the work
accurate to

1ms)

YES (the work
time accurate to

Ims)

YES (the work time
accurate to 1ms)

Online
Update
Controller

Program

NO

YES

YES

YES

Online
Modificatio
n Laser
Power/Spee
d

YES

YES

YES

YES

Offline
Modificatio
n Layer
parameters

NO

YES

YES

YES

Online

Update
Startup
Display

NO

YES

YES

NO

File
dynamic/sta
tic preview

NO

YES

YES

YES

Run
progress bar
display

NO

NO

NO

YES

Modificatio
n
Factory/Use
r’'s para on
display

NO

YES

YES

NO

Display
type

128*64,
display

dot

320*240
display

TFT

320*240
display

TFT

320*480 TFT display

Soft Limit

YES

YES

YES

YES

Hard Limit

NO

YES

YES

YES

Z-axis
Linkage

NO

YES

YES

YES

Feeding
Feature

Single
direction

Single/double
direction for option

Single/double

direction for

Single/double
direction for option
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option
Power-on Fixed Configurable  for | Configurable for | Configurable for each
Resetting each axes each axes axes
Key Speed | Fixed Configurable Configurable Configurable
Axiss 4 3 (Z axes is|3 (Z axes is| 4
configurable to flat | configurable to
or feedin axes) flat or feedin
axes)
Encryption Realtime clock and | Realtime clock | No realtime clock,
based on the | battery integrated | and battery | but encryption
PC time for hardware | integrated for | included
encryption hardware
encryption
USB2.0 10/100MHZ 10/100MHZ 10/100MHZ Ethernet
Ethernet or USB2.0 | Ethernet or | or USB2.0,
USB2.0 communication mode
is automatically
checked
9/51
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Chapter 2 Installation Size

2.1 Installation Size of Controller

The unit of all sizes is millimeter (mm) and the size accurate to 0.lmm (the four holes are
symmetrical).

180.2
4 Lad
A4 &
12,5 [18.5
v
} v
117.0
v
15
7.0
Figure 2.1-1
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2.2 Size of Panel

The unit of all sizes is millimeter (mm) and the size accurate to 0.1mm.

oA A

Figure 2.2-1
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Chapter 3 Controller Real Picture and Interface

3.1 Picture of Controller

For more detailed pin description, see the Chapter 4: Description of Interface Signal for

Controller.
51413121110 9 8 7 65 432 1
' PP 2000200P2OPOODODO |
5141321 [3T473[2[1] [3[271] [B1211] [(B1211] 3121
AR Z| = &= |2 >(3|8 |58 > E |8 =B 3
<28 |Z <|e|2 |8 |Z © 3|z a2 |2 gz gz
S=[&I218] [Sl=5|216] |[*IBRI&] | FIBIE| |*|B|&]| |*IB|A
CN6 CN5 AXISU AXISZ AXISY AXISX
15]14J13[12]11]10] 9 817]16]5[4[3[2]1 Ethemet
>lslc|Els|8|E SlaldlulE2]&]%
GND SlElEE=]E]= HIELELE & EILELE
= = LED9—LEDI5 - LEDI—LEDS Udisk
S[OND s RDC644XG-A s
24V
HMI PC-USB
CN1 _ CN2 CN3_ cNa
Qlal=|82 2 22| 8= =l el 2N 8 = alz]|=|X] 5l =
glalsla5| % |1Blelaalz < |8lEIEEEE |85 EEEE
1213141506 [112[34[516| [1[2[3[4[5[16] [1121314(5(6

Figure: 3.1-1 Picture of Controller
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3.2 Pictures of Panel

A 4
- Lo
Esc

Enter
Do
Origin Frame
b 2\ =X B#
SQnopoean
Pulse Speed MinPower MaxPower File Start-Pause

Reset

Figure: 3.2-1 Picture of Panel
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3.3 Electrical Connection of Control System
[y _O - 8220 VAC (L)
20VAC e 220 VAC(N) P
com
N —O Ethernet cable LaserWorks
ov
Laser COz 24V ov
r Cathode pco20. oV ::: —
s S 2y =
GND) +24V
DC36V §§ Threr ?x +24V
s36v Power  GND
138V g
TH
L
|
Motor- |
Y v
v 1
Driver v‘:/ e '
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Y e HRE 8
DIR+ B
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PLSH Ethernet -
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Figure 3.3-1 Electric Connection
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Chapter 4 Interface Signal of Controller

4.1 Interface of Main Power Source CN0

Pin ‘ Symbols Definitions
1 GND 24V power ground (input)
2 +24V 24V power positive (input)

This control system employs single 24 power supply. For a certain margin, it is
& suggested to select 24V/2A above power. Besides, this system is compatible
Caution 1 \vith 36V power, that is to say, the 36V power of Motion driver can directly be
connected to this main power port of this system, but generally it is not

suggested to do so.

4.2 Controller-display panel Interface HMI

The connecting wire is parallel line of pin-to-pin.

4.3 Udisk Interface

Udisk is a USB-AM interface; the controller visits the u-disk by this interface.

4.4 PC-USB Interface

PC-USB is a USB-BM interface. The controller may communicate with PC by this port.

4.5 Ethernet Interface

Using this interface, the controller can communicate with PC by 10/100MHZ Ethernet.

f Pin to Pin Ethernet parallel line is recommended.

Caution

15/51
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4.6 General /Dedicated Output Port CN1

Definition of general/dedicated output port

Pin

Symbols ‘

Definitions

AW N =

GND
Out2
Outl
Status

Wind

+24V

Power ground (output)

General output, with the function reserved.

General output, with the function reserved.

General output for the signal port of running status. If this port is
externally connected with the relay, the relay coil is broken over
when it works; no influence is produced when it suspends
working. When its work ends or is stopped manually, the relay
coil will be cut off.

General output for blower control. When the blower control is
enabled, this port will output the control signal of the blower,
otherwise it will output other special control signals. When the
blower is connected and its control enabled, the blower switch
can be set separately on each layer. If the relay is connected
externally, the relay coil will be broken over when the blower is
on; the relay coil will be cut off when the blower is off.

24V Power positive output (If the interface of main power source
is powered with 24V power supply, this pin should be 24V; if it is
powered with 36 V power supply, this pin should be 36V.)

Cd

Prompt

All outputs are isolated through the optocoupler, and 500mA current for each,

OC gate output, each can directly drive the 6V/24V relay.

4.7 General /Dedicated Input Port CN2

Pin

Symbols
GND
FootSW

Definitions

Power ground (output)

Input port of foot switch. The connection method is: when the
pedal is stepped down, the low-level signal will be inputted to
this port; when the pedal is released, the port will be
disconnected or the high-level signal can be inputted to this
port; when the stepped-down pedal is held for not less than
100 ms, if the machine lies idle, it can be started for work; if
the machine is in the working state, the work will be
suspended; of the machine is in the suspension, the work will

16 /51
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3 DrProc

4 Shot
IN1
+24V

be restarted, that is to say, the function of the pedal switch is
the same as that of the “Start/Pause” key. If the interval time
to the first stepping-down of the pedal should be less than
100ms when the pedal is stepped down once again, the
second stepping-down of the pedal will be considered invalid
by the controller.

Input from protective port. If the machine needs to be
protected in the special state (such as door open protection),
the protective signal can be inputted from this pin. This pin
can be enabled and prohibited. This signal is not inquired by
the controller if this pin is prohibited; if this pin is enabled,
when the input is high-leveled or this input port is suspended,
the machine will be protected, the work suspended and the
laser closed.

Input for manual laser on/off. Low level is to open laser and
high level or no-connection is to close laser.

General Input, with the function reserved.

24V Power positive output (If the interface of main power
source is powered with 24V power supply, this pin should be
24V; if it is powered with 36 V power supply, this pin should
be 36V.)

4.8 4-axis limit Input Interface CN3/CN4

X/Y axis limit input CN4.

Pin Symbols

1 GND

2 LmtY-
3 LmtY+
4 LmtX-
5 LmtX+
6 Puxy

Definitions

Power ground (output)

The limit from axis Y- and Y to 0 coordinate

The limit from axis Y+ and Y to max. coordinate
The limit from axis X- and X to 0 coordinate
The limit from axis X+ and X to max. coordinate

5V Power positive (output)

The limit polarity is optional, that is to say, when the motion axis reaches the limit position, it will

trigger a low-level signal so as to make the corresponding LED (under the cover) light; when the

motion axis leaves the limit position, it will trigger a high-level signal or disconnect the limit signal

so as to make the limit indicator go out, but when it leaves the limit, the corresponding indicator

will light and the limit polarity become positive. The mistaken setting of limit polarity will result

that the limit can’t be detected when the system is reset so as to lead to the collision of axis.

17/51
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The pin definitions of Z/U axis limit input CN3 are the same as CN4.

X/Y/Z/U-axis limit inputs are compatible to 5V/12V/24V logic level inputs.

4.9 X/Y/Z/U-axis Motor Driver Interface AXIS X~AXIS U

The interfaces of the four motion axis are the same. The AXIS-X interface is exampled.

Symbols Definitions

DIR Directional signal (OC output)
2 PUL Pulse signal (OC output)
3 +5V 5V Power positive (output)

The polarity of directional signal for driver pulse signal can be set. Where a certain axis is reset, it
will move to the opposite direction of machine origin, which means the polarity of directional
signal for this axis is not correct. In such a case, the connection between this axis and the motor
driver can be broken first (otherwise the controller cannot be detected to the limit so as to lead to
the collision of this axis), and then such a polarity can be corrected after this axis is reset
completely. Upon the correction, the reset key can be pressed against to reset the controller.

And, the pulse signal can be falling edge valid or rising edge valid. The default setting is falling
edge valid.

% The Pulse signal and the directional signal are all OC outputs. The Controller

must be common anode with the motor driver

Prompt

4.10 Laser Power Control Interface CN5/CN6

This control system has two independent and adjustable digital laser power control interfaces.

Signals of the two interfaces are similar and the first digital interface (CN5) is hereby example:

Pin Symbols Definitions
1 GND Power ground (output)
2 L-ON1 Laser-enabled control interface

1. When the laser is the RF laser, this pin will not be used;

2. When the laser is a glass tube, if the used laser is outputted in
the low-level form, this pin will be connected with the laser
power enable end and used to control the ON/Off of laser.

3 LPWMI1 Power control interface of laser/laser tube

18 /51
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WP1

L-ANI

1. When the laser is the RF laser, this pin will be connected with
the laser RF-PWM end;

2. When the laser is a glass tube, this pin will be connected with
the laser power PWM end and used to control the power of the
laser.

The input port of water protector for the first laser power source.
When the water protector 1 is enabled, the controller will detect
the input port of water protector 1. If this port is of low level, it
will be deemed normal; if this port is of high level, the controller
will forcibly close the laser to suspend the work in progress and
the system will warn. If the water protector 1 is not enabled, the
controller will not detect the input port of water protector 1 and so
the water protector 1 can be unconnected.

Water protection input must be 24V logic level.

The analog signals for Laser Power. If Glass Tube is used, this pin
is recommended to control the power of the Laser.

Prompt

Please correctly select the laser type in the factory parameters.

19/51
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Chapter S Examples of Laser Power Interface

5.1 Brief Introduction

This control system has two independent and adjustable digital laser power control interfaces,

which can be used to control glass tube laser power and RF-laser.

Please correctly select the laser type in the factory parameters when connecting to
different laser types, otherwise, the laser switching is incorrect.

20/51
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5.2 Examples of Glass tube Laser Power
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5.3 Examples of RF- CO2 Laser

RDC644XG Controller User Manual

= =
g fou}
i 84 5
-
[oonad = i AS+Hd]
Claomna | CIX™ ey
TAcr «m el | ]
) AS [ o <
T B e
A [~[exaryd i il i
[ Sk ) e—r
o] -z11g A
Jaomas |
— zaug™ ANO|—|
o ASH |
ol A
W poondl HZIU )
o . Zce:I.A AFZRUT
= ,.. ol ASH [y A WE&:&}
= 1
=1 &) e
{-montId,_|
] 7 b AND|—
. . = -«
= 1 -+
ASH [ ol
+ . “ IAFTH
NI )
v,
— . | aAND D 5
REETE
=l & o
N TLZ
AS100J| el
| TdA|
| 1am ANO |~
to| AtTH o
2] can
3 AP0
=1 N
e || e P o]
i @mEy M L W IERL N,
INATZ| S | A ol
| TdAy o ast] | R
1| AFTH
ND ANDO |
m =
2
olY ¥
1T o}
[ [

22/51
© 2016 Ruida Technology. All Rights Reserved.



@)

RDC644XG Controller User Manual SRS

Chapter 6 Interface Examples of Step-servo Motor Driver

6.1 Brief Introduction

The input signal end of step-servo motor driver employs the opto-isolator technology. For the
step pulse signal, some isolate the side OC diode from cutoff to conduction (e.g. the valid falling
edge of pulse signal inputted from the diode minus end) and some do so from conduction to cutoff

(e.g. the valid rising edge of pulse signal inputted from the diode minus end).

When it is indicated whether the pulse signal of motor driver is the valid rising edge or
the valid falling edge, it will be subject to the pulse signal inputted from the minus end of
side OC diode.

Some input signals of motor driver are independent and some are internally of common
anode, so some have 4 external leading-out wires and some 3 wires (only the pulse and directional

signals are counted) as shown in Figure 6.1-1 and 6.1-2.

RDC644XG Controller has four groups of 3-wires motion driver interface, each interface has
one direction signal, one pulse signal, and one 5V positive output, the direction signal and the

pulse signal are all OC output.

RDC644XG controller must be common anode with the motor driver. The polarity of
the direction signal can be changed in the factory parameters, and the valid edge of the pulse
signal can also be changed.

PU+ +5V

/7 A /7
N TN
PU- PU
DR+
DR- DR
Figure: 6.1-1 Four Inputs, Independent Figure: 6.1-2 Three Inputs, Common-anode
Input Signal of Driver Input Signal of Driver
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6.2 Examples of Motor Driver Connection
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Chapter 7 Examples of IO-Port Wiring

7.1 Input port

The two water protection inputs are WP1 and WP2 with 24V logic level; all other inputs are
compatible with 5V/12V/24V logic level.
Input connection is shown as below:

1514 131211109 87 65 4 3 2 1
oocoooooo0o200000 '

574 3 2 = 1] BaEa N 2l li [BE[E2TE] SHEZIEL
= HE = el (=8]8 =88] [=|E|8]| [=|B|&
JEHAEREEHAERGH REHHRGHHREEE
"N | ] AXISU AXISZ LAXISY AXT
15[ (1312 [II[10] 9] Ethernet
—|GND 2 LEDS—LEDIS ] RDC644XG-A Udisk
[e2av]©
HMI PC-USB
CNIL CN2 ) CN3 - €N4 _
9 =] 2] =] 2 9 Bl &= = 9 EIEINE 9 S &R & o
A5-25- i =t A o = = = -] = [t : = 'ﬁ_ ﬁ E ~
3383 5|5 6|48 2|5 |6 5[5[5]5% 655387
' 1[2[3[4][5[ 6 12734576 T12[3[4[5]6 1[2[3[4[ 56 ‘
=  — oo o i i ?
b Door Manual X,Y,Z,U Limiter input
switc protection Laser On/Off

Figure 7.1-1 Input Example
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7.2 Output port

All outputs are isolated through the optocoupler, and 500mA current for each, OC gate output,
each can directly drive the 6V/24V relay, led lamp, buzzer etc.

Output connection shown as below

9 8 7 6 5 4

15 14 13 12 11 10 S I
473721 [3T7T47312]1 31271 3T2TT 3T 37271
" o = = - £ & E . e 8 | &
ABIEE A = O e 4 B e
Taﬁz%?‘sﬁjé+a§+a= *l21&] ¥R |5
"N "N AXISU AXISZ AXIS AXTSS
15[ T3 [12[IT]I0] 9 Ethernet
T AT, (ol
SHBEEEE
LED)—LEDT I RDC644XG-A Udisk
HMI PC-USB
CN1 CN2 EN‘ = gN4
Olal= 2l g |2 2l gl = z| B[R] 8 'E ol&l &% & =
Z( 2B " d1ZlEl &l 82 & |z £ & 2|8 E|E
615181269 |8l&1A 2 2% (6155587 65 EE 3%
IS 506 1[213[4[ 56 112737456 | D0 7 E

[ PRI
) NO NO
' Air o M B
CO; CO. 0
—&: NC NG
P O——i— o o
solenoid m r—l
_ IN4007 IN4007
-
Work status Lamp Relay Relay

Air compressor

Figure 7.2-1 Output Example
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Chapter8 Human-Computer Interface Operating Instruction

8.1 Panel and Keys

8.1.1 The Operation Panel

Enter

Origin Frame
2N |
ooomBe

Pulse Speed MinPower MaxPower File Start-Pause

Reset

8.1.2 Introduction to the Keys

‘ Reset the controller;
- Set the relative origin;
. The laser tube emits laser;
- Frame of the current file;
. @&

: The management of the memory and U disc files;
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() -: Speed of the current running layer, or set the direction keys move speed;

® . :Set the max laser power of the current running layer, or set the power of
“Laser” key;

] . :Set the min laser power of the current running layer,
Start/
:To start or pause the work;
Pause

- :To move the X axes or the left/right cursor;
n n :To move the Y axes or the up/down cursor;

] @ : The Z/U key can be pressed when the system is idle or the work is finished.

On pressing this key, it will show some entries in the interface, each entry includes some

functions, Z axes move, U axes move, each axes to go home etc.;

To stop work, or to exit to some menu;

() . : Validate the change;
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8.2 Main Interface Introduction

8.2.1 The main interface

When the system is powered on, the screen will show as below:

Running L 100 ST arameters
progress bar A
/Idle 00.00. 00 Count:ﬂ 99X :180.5mmY: 235.6 mm connect
—~— ~
Running Working File dimension Net Status
Status Number

Running
parameters

an \ File 01
Speed: 300mny/s
MaxPow : 30.0%/30.0%

X, 150.2 | mm
Y: 153.5 =

U Z: 3000 mm\| Coordinate
OIH 400 25.0
\\

Graph display
area

02 200 29.1 I Graph, Tager |

Figure 8.2-1

Graph Display Area: To display the whole file’s track, and display the running track.

Running parameters display area: To display the running file’s file number, speed, max power
etc.;

Coordinate display area: To display the current coordinate of X,Y and Z axes

Layer parameters display area: To display the layers’ information of the current file, such as
max or min power, speed etc. When system is idle, double click the layer, then users can
change the layer’s parameters and the changing would be saved.

Running Status: To display the current status of the machine, such as Idle, Run, Pause, Finish,
etc.;

Running Progress Bar: To display the progress bar of the current running file;

Working Number: To accumulate the work number of the current file.

File Dimension: To display the dimension of the current file;

Net status: To display the connecting status of the Ethernet.
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When work is idle or finished, all keys can be pushed, users can select a file to run, set some parameters,
preview to a select file etc. But, when work is running or paused, some keys will not respond when they
are pushed.

8.2.2 Speed Setting

Push the “Speed” key when the screen is on the main interface, it will show as below:

Speed: - mm/s

Modified press Enter

Figure 8.2-2

Push the “X+/-“ Keys to move the cursor in the numeral area, and push the “Y+/- keys to change the
value, then push the “Enter” key to save the change, push the “Esc” key to invalidate the change.

8.2.3 Max/Min power keys

Push the “Max Power” or the “Min Power” keys when the screen is on the main interface, it will show as

below:

MaxPowerl: - %

MaxPower2: | 30.0| %

Press Z/U move item
Modified press Enter

Figure 8.2-3
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MinPowerl: - %
MinPower2: %

Press Z/U move item
Modified press Enter

Figure 8.2-4

When “Z/U” key is pushed, the green block can move up and down to denote the changing item, then

“Y+/-" keys and “X+/-" keys can be used to change the value.
8.2.4 Layer Parameters Setting

After selecting a file to preview on the main interface, user can push “Enter” key to let the cursor move to
the first layer, then “Y+/-” Keys can be pushed to select the intent layer, on that time, user can push

“Enter” key to check the selected layer’s parameters, show as below:

200 29.1
100 31.5
Figure 8.2-5
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Speed: mm/s
MinPowerl: %
MinPower2: 30.0 %
MaxPowerl : 300 %
MaxPower2: 300 %
Press Z/U move item

Modified press Enter

Figure 8.2-6

User can push “Z/U” Keys to move the green block on the intent parameter, then to change the parameter
if needed. “OK” to validate the change, and “Esc” to invalidate the change.

8.3 Z/U Key Menu

The Z/U key can be pressed when the system is idle or the work is finished. On pressing this key, it will

show some entries in the following interface:

Z move [ Language+

[ U move

[ Axis reset+ [ Diagnoses+

)
[ IP setup+ ]
J
)

[ Manual Set+ [ Screen Origin+

[ Origin set+

[ Set Fact Para

[ Def Fact Para

J
]
]
]
| Laserset+ |
]
]
]
]

[ Auto Focus

Figure 8.3-1
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Push “Y+/-” keys to move the green block to the anticipant item, and then push the “Enter” key to display

the sub menu.

8.3.1 Z-axis move

When the green block is on “Z Move” item, “X+/-" keys can be used to move the z axes.
8.3.2 U-axis move

When the green block is on “U Move” item, “X+/-” keys can be used to move the u axes.
8.3.3 Axes reset+

When the green block is on this item, push the “Enter” key to show as below:

XY axis reset

X axis reset

Y axis reset

Z axis reset

U axis reset

Figure 8.3-2

Push the “Y+/-“ Keys to move the cursor to one of the entry, then push “Enter” key to restart the selected

axis, the screen will show some information when resetting.
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8.3.4 Manual set+

When the green block is on this item, push the “Enter” key to show as below:

manual: 300 mm

Press Z/U move item

Modified press Enter

Figure 8.3-3

Push “Z/U” key to move the green block, and when the green block is on the “Mode” item, push
“X+-“ keys to select the anticipant value, “Continue” or “Manual”. When “Continue” item is selected,
then the “Manual” item is not valid, on that time, push the direction keys to move the corresponding axes,
and when the pushed key is loosed, then the corresponding axes will finish moving. When the Mode item
is “manual”, then pushing the direction key one time, the corresponding axes will move a fixed length,
unless the scope is overstepped.

8.3.5 Laser set+

When the green block is on this item, push the “Enter” key to show as below:

Laser Set: 50 ms

Mode:  [continue 7] >
| 50

Press Z/U move item

Modified press Enter

Figure 8.3-4
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Push “Z/U” key to move the green block, and when the green block is on the “Mode” item, push
“X+-“ keys to select the anticipant value, “Continue” or “Manual”. When “Continue” item is selected,
then the “Laser Set” item is not valid, on that time, push the Laser key to splash the enabled lasers, and
when Laser key is loosed, then the lasers will finish splashing. When the Mode item is “manual”, then
pushing the Laser key one time, the enabled lasers will splash a fixed time.

8.3.6 Origin set+

When the green block is on this item, push the “Enter” key to show as below:

[_| Muti origin enable |
[ ] Origin enable1l [ ] Origin enable3
[ ] Origin enable2 [ | Origin enable4

Set origin: 1 <>

Next origin: 0 '3

Press Z/U move item
Modified press Enter

Figure 8.3-5

Push “Z/U” key to move the green block to the anticipant item, and when the green block is on “enable”
items, push “Enter” key to enable or disable the item, when enabled, the small diamonds is green, and
when disabled, the small diamonds is grey. When the green block is on the “Set origin” item or the “Next
origin” item, push the “X+-" keys to select the value.

Pay attention to if when the green block is on the “Set origin” item, push the “X+-* keys to select a value,
then, “Enter” key must be pushed to valid the change, or, the change is invalid.

Each item introduced as below:

»  Multiple Origins Enable: “Yes” or “No” can be selected. If you select “No”, the system will
use the single-origin logic. You can press the “Origin” key and set the origin, and only this
origin can become valid. If you select “Yes”, the system will use the multiple- origin logic and
the “Origin” key on the keyboard become invalid. In such a case, the parameter of each origin
must be set in the menu as follows.

» Origin Enablel/2/3/4: after the multiple-origin logic is enabled, the four origins can

35/51
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independently be prohibited and enabled.

> Set Origin 1/2/3/4: after the multiple- origin logic is enabled, you can stop the cursor at “Set as
Origin 1/2/3/4”. Press the “Enter” key on the keyboard and the system will take the coordinate

figures of current X/Y axis as the corresponding ones to the origin 1/2/3/4.

» Next Origin: there are such five digits as 0~4 for option, which are the origins to be used for
the next figure. Origin 0 means the origin set by the “Origin” key on the panel in the single-
origin logic. 1~4 means the serial number of the origins in the multiple- origin logic. Next
origin can be modified to any one of origin 1~4, so as to control the start location of next work

(the premise is that the origin is enabled), but it can’t be modified to origin 0.

Once the multiple- origin logic is selected and if the serial number of the next
% origin is 1 and four origins are enabled, when the memory file function is started
Prompt | or the processing file is uploaded into the PC and this file selects “Take the
Original Origin as current Origin”, the work started for each time will use

different origins. The rotation order of origin is 1->2->3->4->1->2.......

8.3.7 Set Factory Para

After the “Set Fact Para” is selected and the Enter key pressed, the interface will show the specific

password to be entered when set as default parameter.

Password:

Password error

0123456789
ABC DEFGHI J
KLMNOPQRST

UVWXYZ

Figure 8.3-6
Push “X+/-” keys and “Y+/-” keys to select the characters, and push the “Enter” key to valid the
characters, when finishing enter the password ,that is to say, the six characters, if the password is error, it

prompts there is some error, or, all parameters are stored.
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‘Prompt

After the manufacturer regulates all parameters of the machine well
(including all manufacturer parameters and user parameters), this function
can be used to store the well-regulated parameters to help users to recover
the original parameters (including all manufacturer parameters and user

parameters) through selecting “Recover Para” when they regulate

parameters improperly.

8.3.8 Def Factory Para

After the “Def Fact Para” is selected and the Enter key pressed, the “Successful Recovery” dialog box

will pop up to prompt that all manufacturer parameters and user parameters are recovered successfully.

You can return to the previous menu by press the Enter key.

8.3.9 Auto Focus

When the cursor stops at “Auto Focus”, press the Enter key to search for the focus automatically.

8.3.10 Language Setting

The item “Language” helps you to select an appropriate langue which is displayed on the panel:

8.3.11 IP Setup

Simplify

Tradition

English

Figure 8.3-7

When the green block is on this item, push the “Enter” key to show as below:
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